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High pressure cold water cleaners

Cold Water H.P Cleaner

Motore Benzina
Gasoline Engine

Accessori Standard

Standard accessories
1116506003
Pistola Gur

1112501003
Lancia 70 cm Lance
TMTR2.10 (3/8 MF)

Tubo H.P. Hose
10 m DN8 400 bar

14UWJ25045 (13/150)

14UWJ2505 (15,/150) =
14UWJ25045 (15/200)

14UWJ2505 (15/150)

14UWJ25045 (15/200)

14UWJ2507 (21/170)

14UWJ25055 (20,/200)

14UWJ25x04 (15,/250)

Ugello Nozzle MEG 1/4"

Dimensioni (cm) LxPxH: 65x82x60
Dimensions (in) LX\WxH: 21x27x19

Caratteristiche tecniche / Technical features

Code Pressure Output Starter Power Engine type
Codice Pressione Portata Avviamento Polenm Motore

Bar psi I/min  gpm Electric Manual wlpul[ei
JS13/150 TMISM150/13 150 2200 13 34 *M 4.8 6.5 Honda 70
JS15/150 TMISM150/15 150 2200 15 4 *M 6.6 9 Honda 85
J515/200 TMJSM200/15 200 2900 15 4 *M 8.1 1 Honda 100
1S 15/150 TMISE150/15 150 2200 15 4 [ 6.6 9 Honda 104
IS 15/200 TMISE200/15 200 2900 15 4 SE 8.1 1 Honda 110
1$21/170 TMISET70/21 170 2450 21 515 “E 9.5 13 Honda 110
1520/200 TMJSE200/20 200 2900 20 5.3 *E 9.5 13 Honda 110
J515/250 TMISE250/15 250 3625 15 4 SE 95 13 Honda 110
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